Section Foremen Check list





			CONDITION				            CFR #	                  Circle


1.)  Post or crib one approach to 4 way intersections		    	  75.20            	      yes   no 


      along haulages.					


2.)  Hang unsupported roof signs in all approaches.		    	  75.208	      yes    no


3.)  Maintain back-up checks, run-through checks,		      	  75.300                 yes    no


      fan checks etc. per ventilation plan.		


4.)  Integrity of belt and return stoppings.  Doors at


      proper locations.  Doors must be clearly marked.   	   	  75.330                 yes    no


5.)  Escapeway maps must be marked up and updated.	     	  75.383                 yes    no


6.)  Lifeline and red reflectors in the return and green	    	  75.380	      yes    no


      reflectors in the intake escapeway-both should be


      maintained to the loading point.                            


7.)  Knowledge of escapeways and safety talks/messages.	    	  75.380                  yes    no


8.)  Crosscut numbers painted on both sides of all 		   	   Policy                  yes    no


       stoppings.


9.)  Methane checks in all working places, faces and		     	  75.360/75.362      yes    no


       returns made and recorded at intervals not to ex-


       ceed 4 hours on all working sections.


10.) Ventilation and isolation doors/Welco curtains			 75.380	       yes    no


        maintained when charging scoops. 


11.)  Maintained a minimum of 6000 CFM over the		     	 Plan & 75.326       yes    no        


        miner and a mean air velocity of 60 FPM over the


        the miner.  A reading must be taken during the onshift


        and preshift exams.


12.)  Gas checks made at intervals not to exceed 20 minutes	     	 75.323	       yes    no


        in the working places while equip. is being operated.                                                  


13.)  Contact shift foreman and secure section in the event       	 75.313	       yes    no


        of a fan or power outage.


14.) Maintain all ventilation control devices such as tubing,	   	 75.330                   yes   no


        checks, stoppings, overcasts and auxiliary fans.


15.)  Calcium or water roadways.				     	RD Control Plan   yes   no


16.)  Rockdusting to within 40 ft. of the face.		    	75.402                   yes   no


17.)  Maintain rock dust in auxiliary fans to allay flo	at	     	75.400		      yes   no


         dust in returns.


18.)  Scoop or shovel all roadways, working places and	    	 75.400	      yes   no


        tailpieces.


19.)  Good housekeeping-store material neatly, keep din-	           	 75.400	      yes   no


        ner hole clean, remove garbage and all combustibles.


        Clean up garbage from returns when moving fans.


20.)  Maintain clean equip. free from oil, grease, etc. in the	     	 75.400	      yes   no


        cab and around motors.


21.)  Scoop batteries clean and watered		   	     	 75.40 	                  yes   no


22.)  Empty oil and grease cans must be stored with caps	     	 75.400	      yes   no


         and/or lids on before discarding.


23.)  Scoop battery locks should be operational and battery	     	 75.506                 yes   no


        lids secured.





24.)  Rubber mats at all electrical installations and switches		   State	   	      yes   no


25.)  Inline plugs hung on insulated hooks.			     	  75.516	      yes   no


26.)  Guard 7200 at intersections and in areas where people	    	  75.807	      yes   no


        walk under cable or the cable has a chance of being


        damaged by equipment.					


27.)  I.D. tags on all plugs, receptacles, femcos and breakers     	  75.904	      yes   no	


        as well as in-line D.B. boxes.				 


28.)  Belt inspection:


 	A.  Fire taps installed every 300 ft. on the belt line and 	  75.1100	      yes   no	


	at all tailpieces with access to the haulage every 500 ft.		


	B.  Belt slip switch inspected.					  75.1102	      yes   no	


	C.  Fire suppression at drive area energized and fire 		  75.1103	      yes   no


	suppression nozzles properly directed.		


	D.  Date boards installed at all transfers, drives, and 		  75.360/75.1714-3yes  no


  	S.C.S.R. locations along the belt.			


	E.  Frozen or broken rollers in take-ups or along the belt	  75.1725(a)	      yes   no


	line replaced.


	F.  Belt aligned and not rubbing stands or hangers.		  75.1725(a)	      yes   no


	G.  Accumulations under rollers or long belt-float dust	  75.400	      yes   no


	in suspension in XC’s, or on structure, floor or ribs removed. 


	H.  Check integrity of pull cords.				  75.1403-5	      yes   no


	I.  Visual inspection of CO monitors.				  75.351	      yes   no	


	J.  Velocity of air on belt equal to or greater than 50 FPM	  Plan		      yes   no	


	and equal to or less than 300 FPM and flowing in the


            proper direction.


29.)  Fire extinguishers dated and rock dust at proper locations-	  75.1100	      yes   no


        load centers, D.B. boxes, scoop chargers, pumps, electrical	


        installations and oil storage locations.					


30.)  Walkways maintained free of obstructions and slipping/	  75.1403	      yes    no	


         tripping hazards.								


31.)  Directional reflectors on all track switches.			  75. 1403	      yes   no	


32.)  Telephones maintained within 500 ft. on the last open XC.	  75.1600-2	      yes   no


33.)  First aid boxes maintained in a clean and unobstructed man-	  75.1713  	      yes   no	


        ner, within 500 ft. of the face and properly supplied.		


34.)  All mechanical equip. guards in place.				  75.1722	      yes   no


35.)  S.C.S.R. storage locations free of obstructions and S.C.S.R.’s	  75.1714	      yes   no  


        readily available to be examined.  A date board placed at all 


        locations and S.C.S.R.’s examined during pre-shift examinations.





         


